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Cerere de oferta de pret

In vederea efectuarii unei analize de pret va rugam sa ne transmiteti oferta tehnico - financiara
pentru urmatoarele produse:

INr. Pret Valoare
% | DENUMIREA PRODUSULLIL / caracteristici minimale Cant, | SLF (E};’{‘;l;j)
{RON)

1| Cablu UTP CATSE - 24AWG, Cu masiv, role 305m, produs similavcu | 4 role 350 1400
cablu UTP Nextra (vezi specificatiile telinice din anexa 1)

2 ¢ Cablu UTP catSe patchcord (titaty - 7*0.2mm Cu. rola 305m, sirailarcu | 1 rola 600 600
nextraCOM - UTP patch-N (vezi specificatiile tehnice din anexa | )

3 | Cablu FTP cat.5E - exterior, produs similar cu Braun Group - HS- 1 rola 800 800
YYPSE (vezi specificatiile tehnice din anexa 1)

4 | Mufe RJ45 CatSE 8P8C, Priza modulara 8PSC {cablu rotund) 600 0.4 240

3 | Mute RI45 Cat5E 8P8C ecranate, Priza modulara FTP cat.s 8P8C, 100 0.5 50
cablu rotund

6 | Mansoane penteu mufte UTP {diferite culori) 100 (.8 80

7 | Priza de date 2xR345 UTP CarSE cu sertizare - ST (ingropata) 10 80 600
{vezi specificatiile tehmice din anexa 1)

& | Dulap Rack 19"/9U, wall mount. usa transparenta fumurie, cu cheie 1 600 600
{vezl specificatiile tehnice din anexa 1)

9 | Alcool izopropilic - reciplent de | litew 1 40 49

13 Patcheord aptic, single-mode, simplex. terminal SC/UPC-SC/APRC, 2 30 60
diametru 3mu, lungime minim 2m
{vezi speciticatiile tehnice din anexa 1)

Cerintele tehnice vor fi considerate ca fiind minimale. [n acest sens vor 11 luate Tn considerare
toate ofertele care, prin propunerea tehnicd, asigurd un nivel egal sau superior cerintelor minimale
salicitate; ofertele de produse cu caracteristici tehinice inferioare celor solicitate vor §i declarate
neconforme n temeiul art. 137 alin 3. lit. a) din HG nr,.395/2016.

Specificatiile tehnice care indica o anumitd origine, sursd, productie, un produs special, o
marcd de (abricafie sau de comert, un brevet de inventie. o licentd de fabricatie sunt mentionate doar
pentru identificared cu usuringd a tipului de predus st nu au ca efect favorizarea sau eliminarea
anuniitor operator] economici sau anumitor produse, Aceste specificatii vor fi considerate ca avind
rentinnea
“sau echivalent”,

Orice certificat. avizare, autorizalie specificata in cadeul fiselor tehnice va fi considerata ca
avind mentiunesa “sau echivalent”.

Conditii contractuate:

L. Pretut va i1 unitar, fara TVA st exprimat in RON si va cuprinde toate cheltuielile legate de transport
fa sediul beneficiaruiui (Sediul Administrativ al Universitdtl din Cealova, str. Libertatii, nr.19,
Crafova).



- [n oferta tehnica vor i specificate modelul, earvacteristicife si producatorul produselor ofertate,
- Vor {i specificate termenele de garantie.

- Va fi specificat termenul de valabilitate al ofertet (minim 30 de zile).

. Va ti specificat termenul maxim de livrare.

- Modalitate de plata: cu ordin de plata in cont de Trezorerie. pe baza de factura originala, in maxim
30 zile de la receptie.

7. Oferta tehnico-financiara semnata si stampilata si cu datele de identificare ale firmei, va fi
transinisa in format electronic fa adresa aprovizionare@uev.re sau pe fax 0251/413405 pana (a data
de 21.02.2018, ora 16:00

Informatii suplimentare pot fi solicitate la adresa de e-mail: aprovizionare@uev.re sau pe fax
#25/413405 pana la data de 20,02.2018, ora 16:00. Eventualele clarificari la cererea de oferta vor fi
pastate pe site-ul www uev.ro.

8. Adjudecarea se va face conform criterivlui .,Pretul cef mai scazut™. pentru fiecare pozitic in parte,
cu conditia respectaril cerintelor tehnice solicitate.

(I VS I N

o

Sef Birou Achizitii Produse si Servicil
Ec, Adriana Durte



Anexsa |

Pozitia 1.

Cablu UTP cat.5E cupru nextraCOM - NUTP-5¢ sau echivalent

= insulation

i, Rip or d

- Conducior

UTP 24AWG x 4P specification

TECHNIAL DATA SHEET:
Construction Construction
Material: Soft anncaled bare copper wire

Conductor: Composing : 1/0.49 49061
Materiai: HDPE
. Color: White/blue, blue; White/orange,orange; -
Tnsulution: White/green, green: White/brown, brown 0.880.03
Nominal wall: 0.2mm
Twisted pair: Lay length: <30mm 1.76

Composing: 4 number of twisted pair stranded

together to the main core

Oetail: As described in part S(structure drawing)

Lay length: <} 20mm

Material: PV

Sheath: There is a rip cord under the sheath 50402
Nominat wall thickness ot sheath: ¢.50mm

Cable Cove:

Electrical Performance (28°0)

ftem Parameter

3
)



Conductor resistance < HEAQ M100m

Insulation resistance 2 5000 MO /ki{DC300V charged Tmin)
Voltage endurance DC 1660V /min
Mutual capacitance <5.6nF/100m

Core-core resistance unbalanced < 5%

Frequency Attenuation  RL NEXT PSNEXT ACR-F PSACR-F
(MHz)  =dB/100m =>dB/100m >dB/100m =dB/100m >dB/100m >dB/100m

t 3.0 [7.0 6010 57.0 374 54.4
4 4.5 17.0 53.6 50.6 45.3 42.3
10 7.1 (7.0 47.0 44.0 37.4 34.4
1o 9.1 17.0 43.6 40.6 33.3 30.3
20 10.2 17.0 42.0 39.0 Jt4 28.4
25 T4 (6.0 40.4 37.4 294 264
3125 12.9 I5.1 38.7 357 275 24.5
62.3 18.6 2.1 33.6 30.6 21.5 18.5
LG 24.0 (30 30.1 27.1 t7.4 144

Calor of twisted pair
Color of tnsulation
* With steipe Non stripe
I white/blue blue
2 white/orange  orange
white/green  green

,

3

4 . brown
white/brown

Pozitia 2.
Cablu UTP cat. 3E patch {litat), 7*0.2mm Cu, role 305m

UTP patch cable NextraCom 7*0.2mm Cu sau echivalent



TECHNIAL DATA SHEET:
Construction

Material: Soft annealed bare copper wire
Conductor: Caomposing : 7x0.20
Diameter: ¢.20£0.005

Materiai: HDPE

Color: White/blue blue White/orange, orange
insulation: White/green,green White/brown, brown

Nominal wall: 0.18mm

Diameter: 0.9620.05 mm

Average Lay length: 30mm

Twisted pair: Diameter: 1.92 mm

Composing: 4 number of twisted pair stranded together to the main core
Betall: As described in part S{structure drawing)

Lay length: £120mm

Diameter: 3.0£0.5 mm

Cable Core:

Material: PVC
Sheath: Nominal wall thickness: §.50mm
Diameter: 5.3+0.5 mm

Electrical Performance {20°C)

Item Parameter
Conductor resistance 9.5 /100m
Insulation resistance 5000M Km{DC506V Charged 1Min)
Mutual capacitance 5.6nF/100m
Core-core resistance unbalancead 5%
High frequency performance
Frequency (MHz) Return Loss (Min dB) Attenuation Max (Db/1060m) NETX (Min db)
1 1740 30 60.0
4 17.0 4.5 53.6
10 17.0 7.1 47.0
16 17.0 2.1 43.8
20 17.0 10.2 42.0
31.25 15.1 12.8 387
82.5 12.1 18.6 338
100 16 240 3G.1



Pazitia 3.

Cablu FTP ¢at.5E -exterior Braun Group - FHS-YYP3FE sau echivalent

Cablu FTP catSE de exterior, $X2xAWG24, cupru sofid, ecranat cu folie de AL, invelis exterior PE negru, protectie
la LIV, role de 305m, CE, RoHS, cad EAN 5949022102960

FTP Catde cable specification

Cable type: HSYYPSE 4%2%0 51

Description

Cross section

Solid annealed copper conductor
PE msulation

Al-foil +drain wire screen

PE jacket

Qperating temperature ~380--60G.

Constraction

Printing

insulaiion

Couductor

PET1apc
Al-foil

Drainwire

Insulation efongation at break
efongation at break

According o customer

Single conductor resistance@20
Pair DC reststance unbalance
resistance{DC 300V min)
butual capacitance

Veloaity of propagation

3000 M-k

=9 33 1 00m

230H1% Jacket
2300%

Conductor .
Tacket
Material Bare copper .
) ) Ripoord
Conductor diameter{min) 0.31+0.01
trsulation
Material PE Diameter{mm)
H ; e : Electrical charncteristios{20)
F.O3.05 T
Transmission chavacéeristics
Twisted paivs .
Frequency | Impedance | Attenuation NEXT EL-FEXT
Color code MH 0 (dB100m) dR) (dB)
11g¥A Hal n in
£ White{Bluc}-Blue : - el
2. White{QOrange)-Orange * 10015 49 34 ~2
3 WhitelGreen)-Gireen 1o Ho=13 83 20 4
4, Whitet Brown)-Brown L6 (0015 8.2 47 40
Stranding construction PEd 20 H00£13 9.3 46 38
Screen Al-foil Drain wire 3025 [00+15 11.7 43 34
O drun TC Quter jacket PE 623 100£]1 5 17.G 38 28
Jacket color Black {00 TO0=ES 224 33 24
Nom. thickaess{in) Q.5
Tvers fatete 3 G 3 B . s A
Overall diatieterimrn) o Mechanical characteristios (2071}
Conductor eloagation at break =10%

o Insulation

-3
22.5%

=8.6nF H0hm
62%




Pozitia 7.
Priza de date 2xRI43 UTP Cat3E cu sertizare - ST (ingropata)

Specificatii tehnice:

«  Tip montaj: ST (incastrat)
= Tip: Priza de date - 2xRJ45
¢ Culoare: Alh

s  Rama inclusa: Da

+  Numar module: 1

« Categorie: 5E

« Tip material : Plastic

Tip constructiv: Clasic

Pozitia 8.
Dulap Rack 9 unitati de montat pe perete Braun Group - ZH 64098 sau echivalent

Cabinet metalic pentru telecomunicatii si retelistica, standard industrial de 19 inch, montanti
fata si spate pentru echipamente de 19 inch - 9U 600x550(450x100)x501, usa transparenta
tumurie, usi laterale, sectiune dubla,

Standaeds
« ANSI/ELIA RS-310-D, DIN41491, PARTI, [EC297-2. DIN41494 PART7.GB/T3047.2-92

Features

* Double section structure

* Removble side door.easy installing and maintaining

* Optional cable entrances of top and bottom plate

» Cooling fans can be instafied for special requirement

* Thickness: Mounting Rails 2.0mm. others [.2mm

* Surtace Treatment: Degreasing. Phosphoric . Powder coat

WHD(mm) : 6007550
U9y
GW : 23.00Kg

Pozitia [,

Patcheord optic, single-mode, simplex, terminal SC/UPC-SC/APC, diametru S,
luagime 2m

specificatii tehuice:

e Pierderi la insertie: ~0.1 dB

e Pierdert prin reflexie: ~57 dB

e Tip: single-mode, simplex

e Tip terminal: SC/UPC-SC/APC

Diameiru: 3 mm

Lungime: minim 2 m

Tip fibra: 9/125 - G632D
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